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SAND

NCS S 1005-Y20R

TAN

NCS S 4005 450R

UMBER

NCS S 8010 Y10R

NATURAL MATT
PULIDO FPOLISHED

CROTONE

a3 B

FORMATS
08 24 48
76 x 75 S0>30° 375 x 75 1530
I NATURAL M 18 I NATURAL M 18
L PULDO M 21 D PULDO M 21
120x120 455457
L2 PULIDO M 38
15 24
80 x 120 24548° B0 x B0 Z4x24"
LINATURAL M 24 I NATURAL M 13
LI PULIDO M 27 I PULIDO M 16

Disponibles en Natural y Pulido

MOSAICS Avdilable in Matt and Polished

MARMI CROTONE TC TC TC

(Umber/Sand) CROTONE SAND CROTONE TAN CROTONE UMBER
20x40 sa5” 80x30 127127 380x30 122" 380x30 122"

P 10 P 18 P 18 P 18

TECHNICAL SPECIFICATIONS

i 85 & Lyl te & s g

CUMPLE 0.1% PEI3/4 45/ 60 RESISTE RESISTE RESISTE GA Cb

*Posibiidad de tratamiento C2 sobre el acabado natural. Consulte condiciones. Este tratamiento puede

producir cambio de color en las tonalidades oscuras.
Possibility o get C2 anti-slip rating for Nat finish. Check conditions. This process may generate shade variation

in dark colours

‘Wall and Floor Tile Crotone Tan 80x120.




CROTONE SAND 16 Floor file Crotone Sand 80x120. Wall file Crotone Sand 30x80.
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