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Drop-in washbasins

The ceramic basin is lowered from above into the cut-out in the washtop. In contrast to washbasin bowls, the underside is not ground 
flat, as the washbasin is not supported at the bottom. Bathrooms can be designed to individual requirements using a combination of 
washtops and bowls with a wide variety of forms and colours.



193For information on ceramic colours and options, refer to the overview at the end of the catalogue.

ILBAGNOALESSI One
81397.1 Ø 500 mm /

Options: .104 .109

PALOMBA COLLECTION
81580.2 850 x 500 mm 

Options: .112

LAUFEN pro S
81896.3 560 x 440 mm //

Options: .104 .108 .109 .111 .112 .136 .158

fiora
81177.2 Ø 490 mm 

Options:  .000 one tap hole at centre

PALOMBA COLLECTION
81180.2 450 x 450 mm 

Options: .112

living square (wall-mounted)
81543.5  500 x 380 mm� //
81643.2  650 x 480 mm
81643.4  900 x 480 mm

Options:  .104 .109 .111 .112 
also for 81643.2 and 81643.4 
.108 .136 .158 
also for 81643.4 
.804 .805 .808 .809 .814 .815 .816 
.817 .820 .821

LAUFEN pro B
81395.1 560 x 440 mm /

Options: .104 .109

indova
81139.1 570 x 450 mm 

81139.2 610 x 480 mm
81139.3 620 x 485 mm

Options:  .000 one tap hole at centre 
.155 
also for 81139.3  
.108

PALOMBA COLLECTION
81280.2 510 x 510 mm /

Options: .111 .112

Lb3
81168.2 650 x 490 mm //

Options: .104 .108 .109

LAUFEN pro A
81396.1 560 x 440 mm //

Options:  .104 .108 .109 .155


