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termostatici

I nostri rubinetti termostatici per il bagno 
permettono di mantenere l’acqua ad una 
temperatura costante per tutta la durata di 
utilizzo, anche nel caso di una variazione 
di pressione sulle mandate dell’impianto 
nel caso di apertura contemporanea di 
altri rubinetti. L’acqua calda e l’acqua 
fredda, infatti, vengono miscelate dalla 
cartuccia termostatica ad una temperatura 
preimpostata dall’utente, regolando 
costantemente la miscelazione in base 
alle variazioni dell’impianto, evitando 
così aumenti o crolli improvvisi della 
temperatura, che viene mantenuta 
costante anche nelle successive aperture.

Our thermostatic mixers for the bathroom allow to 
maintain the water at a constant temperature during the 
use, even in case of  pressure changes in the equipment  
due to simultaneous opening of other taps. The hot 
and cold water, are in fact mixed by the thermostatic 
cartridge at a temperature preset by the user, constantly 
adjusting the water mixing according to changes in 
the equipment, avoiding increases or sharp reductions 
of the temperature, which is kept constant also in the 
succeeding  openings.

EQUO STAR NEW
 EQS 168DCR NEW

LIGHT
 LIQ 168DCR
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 LEQ 518-519CR
Miscelatore termostatico incasso doccia con 
deviatore 2 uscite/3 uscite
Concealed thermostatic shower mixer with diverter 
2 outlets/3 outlets
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 LEQ 513CR
Miscelatore termostatico incasso doccia
Concealed thermostatic shower mixer
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 LEQ 269CR
Miscelatore termostatico doccia attacco 1/2”x 1/2” 
con deviatore
Thermostatic shower mixer 1/2”x 1/2” connection 
with diverter

 PBOX 001
Set incasso universale 
per miscelatori doccia
Universal Concealed 
Box for mixers

 LEQ BOX512CR
Set esterno miscelatore termostatico
incasso doccia senza deviatore (1 uscita)
External set for concealed thermostatic
shower mixer without diverter (1 outlet)

 LEQ BOX516CR
Set esterno miscelatore termostatico
incasso doccia con deviatore (2 uscite + stop)
External set for concealed thermostatic
shower mixer with diverter (2 outlets + stop)

*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001

*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001

*Da abbinare solo con
LEQ BOX512 - LEQ BOX516
*To be completed only with 
LEQ BOX512 - LEQ BOX516
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FINITURE | FINISHES

CR - Finitura CROMO

CR - CHROME PLATED finish
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ST - Finitura STEEL LOOKING

ST - STEEL LOOKING finish

 LEQ 268-268DCR
Miscelatore termostatico doccia attacco 1/2” con/
senza set doccia
Thermostatic shower mixer 1/2” connection with/
without shower kit
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Video istruzioni Pbox
Pbox video instructions
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 QTV 013CR
Miscelatore termostatico incasso doccia
Concealed thermostatic shower mixer

 EQS 168-168DCR NEW
Miscelatore termostatico doccia attacco 1/2” 
con/senza set doccia
Thermostatic shower mixer 1/2” connection 
with/without shower kit
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 EQS 022-023CR NEW
Miscelatore termostatico vasca/doccia 
attacco 1/2” con/senza set doccia
Thermostatic bath/shower mixer 1/2” 
connection with/without shower kit
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FINITURE | FINISHES

FINITURE | FINISHES

CR - Finitura CROMO

CR - CHROME PLATED finish

CR - Finitura CROMO

CR - CHROME PLATED finish

termostatici

 QTV 018-019CR
Miscelatore termostatico incasso doccia con 
deviatore 2 uscite/3 uscite
Concealed thermostatic shower mixer with 
diverter 2 outlets/3 outlets
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 PBOX 001
Set incasso universale 
per miscelatori doccia
Universal Concealed 
Box for mixers

 LIQ BOX012CR
Set esterno miscelatore termostatico
incasso doccia senza deviatore (1 uscita)
External set for concealed thermostatic
shower mixer without diverter (1 outlet)

 LIQ BOX016CR
Set esterno miscelatore termostatico
incasso doccia con deviatore (2 uscite + stop)
External set for concealed thermostatic
shower mixer with diverter (2 outlets + stop)

*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001

*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001

*Da abbinare solo con
LIQ BOX012-BOX016-BOX512-BOX516
*To be completed only with 
LIQ BOX012-BOX016-BOX512-BOX516

light - termostatici

 LIQ 013CR
Miscelatore termostatico incasso doccia
Concealed thermostatic shower mixer

G
1/

2"

G
1/

2"

G1/2"

124

MIN 46
MAX 56

17,5

MIN 40
MAX 50

15
2

8

82

1 CR/M

CR

CH

∅2
00

 LIQ BOX512CR
Set esterno miscelatore termostatico
incasso doccia senza deviatore (1 uscita)
External set for concealed thermostatic
shower mixer without diverter (1 outlet)

termostatici
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 LIQ 018CR
Miscelatore termostatico 
incasso 2 uscite
Concealed thermostatic 
2 outlets

 LIQ 019CR
Miscelatore termostatico 
incasso 3 uscite
Concealed thermostatic 
3 outlets
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Video istruzioni Pbox
Pbox video instructions
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*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001

 LIQ BOX516CR
Set esterno miscelatore termostatico
incasso doccia con deviatore (2 uscite + stop)
External set for concealed thermostatic
shower mixer with diverter (2 outlets + stop)

*Da abbinare 
solo con PBOX 001
*To be completed 
only with PBOX 001
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 LIQ 168E-168EDCR
Miscelatore termostatico doccia attacco 1/2” 
con/senza set doccia, con limitatore di portata ECO-STOP
Thermostatic shower mixer 1/2” connection with/without shower kit,
with flow reducer ECO-STOP
 

 LIQ 169CR
Miscelatore termostatico doccia attacco 1/2”x 1/2” con deviatore
Thermostatic shower mixer 1/2”x 1/2” connection with diverter

 LIQ 022-023CR
Miscelatore termostatico vasca/doccia attacco 1/2” con/senza set doccia
Thermostatic bath/shower mixer 1/2” connection with/without shower kit
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 LIQ 168-168DCR
Miscelatore termostatico doccia attacco 1/2” con/senza set doccia
Thermostatic shower mixer 1/2” connection with/without shower kit
 

FINITURE | FINISHES

ST - STEEL LOOKING

ST - STEEL LOOKING finish

CR - Finitura CROMO

CR - CHROME PLATED finish

termostatici
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NO - MATT BLACK finish

 LIQ 513CR
Miscelatore termostatico incasso doccia
Concealed thermostatic shower mixer

 LIQ 518CR
Miscelatore termostatico 
incasso 2 uscite
Concealed thermostatic 
2 outlets

 LIQ 519CR
Miscelatore termostatico 
incasso 3 uscite
Concealed thermostatic 
3 outlets
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